
Transfer Boards 

Item # Style Length Width Thickness Product Weight Weight Capacity 

5021 Standard 23” 12” 3/16” 2.0 lbs. 300 lbs. 

5051 Standard 30” 12” 1/4” 3.0 lbs. 300 lbs. 

5015 Curved 28” 10.5” - 12” 3/16” 2.6 lbs 250 lbs. 

5100 Notched/Slot 24” 8” 1/2” 2.0 lbs. 400 lbs. 

5110 Notched/Slot 29” 8” 1/2” 2.5 lbs. 400 lbs. 

5200 Solid Maple 24” 8” 3/4” 3.0 lbs. 400 lbs. 

5210 Slotted Maple 24” 8” 3/4” 3.0 lbs. 400 lbs. 

5220 Slotted Maple 30” 8” 3/4” 3.5 lbs. 400 lbs. 

5300 Multi-ply/Slot 24” 8” 1/2” 2.0 lbs. 400 lbs. 

SafetySure® Transfer Boards  
SafetySure Transfer Boards are used to bridge the gap between two transfer points.   

Plastic Standard 

Flat surface with two hand slots.  Slick upper surface for smooth transfers.  Non-slip strips on 

bottom helps keep board in place.  Made of semi-rigid polyethylene plastic for ease of place-

ment and removal. 

Plastic Curved 

The arched shaped enables a variety of positioning options and allows for the natural motion 

of an assisted transfer.  Made from durable, semi-rigid polyethylene that can be easily wiped 

down for infection control.  Smooth sliding surface with flared ends. 

Multiply Wood with Notches and Hand Slots 

Notches secure this transfer board to the upright portion of the wheelchair arm.  Can be used 

with either standard or desk style arms.  Constructed of plywood and finished with a smooth 

lacquered coating.  Built-in hand slots.  Length - 24” or 29”. 

Maple - Solid or Slotted 

Made of maple with a smooth lacquered finish.  Available with or without hand slots.  Solid 

board is 24” in length.  Slotted boards are available in either 24” or 30” lengths.  Boards are 

3/4” thick in the center and taper to 1/2” at the ends. 

Multi-ply with Slot 

Made of splinter-free birch plywood.  Coated with  a smooth lacquered finish for easy trans-

fers.  Comes with slotted center hole for easy carrying. 


